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Declaration of Performance  
No DWU-AP-PU40/2024/1/EN 

1. UNIQUE IDENTIFIKATION CODE OF THE 
PRODUCT-TYPE 

APflex PU40 – Permanently flexible, universal 

sealant and polyurethane adhesive, resistant to 
water, weather conditions, aging and chemicals 

2.   Sealants for non-structural use in joints in buildings and pedestrian 
walkways – Part 1: sealants for facade elements 
EN 15651-1 - Type F-EXT-INT-CC 
Sealants for non-structural use in joints in buildings and pedestrian 
walkways – Part 4: sealants for pedestrian walkways 
EN 15651-4 - Typ PW-EXT-INT-CC 

3. MANUFACTURER AP Chemie sp. z o.o. 
Swobodna 1 
50-088 Wrocław 
www.apchemie.pl 

4. AUTORIZED REPRESENTANTIVE No relevant 

5. SYSTEM OR SYSTEMS OF ASSESSMENT 
AND VERIFICATION OF PERFORMANCE 

System 4 

6a. HARMONIZED TECHNICAL SPECIFICATION EN 15651-1:2012 

EN 15651-4:2012 

Notified body No relevant 
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7. DECLARED PERFORMANCES  

 

Essential characteristics Performance 
Harmonised 

technical 
specification 

Reaction to fire Class E 
EN 15651-1 
EN 15651-4 

Release of chemicals dangerous to the environment and health NPD 

Water tightness and air tightness 

Resistance to flow ≤ 3 mm EN 15651-1 

Loss of volume ≤ 10% 
EN 15651-1 
EN 15651-4 

Tensile properties (i.e. elongation) at maintained extension after water 
immersion 

NF EN 15651-1 

Tensile properties (i.e. secant modulus) for non-structural low modulus 
sealants used in joints in cold climate areas (-30°C) 

NPD EN 15651-1 

Tensile properties (i.e. maintained extension) for non-structural sealants 
used in joints in cold climate areas (-30°C) 

NF 
 

EN 15651-1 

 

Durability pass 
EN 15651-1 
EN 15651-4 

Tensile properties at maintained extension NF EN 15651-4 

Tear resistance NF EN 15651-4 

Adhesion/cohesion properties at maintained extension after 28 days water 
immersion 

NF EN 15651-4 

Adhesion/cohesion properties at maintained extension after 28 days salt 
water immersion 

NF EN 15651-4 

Tensile properties (i.e. secant modulus) at (-30±2)°C for cold climate areas NPD EN 15651-4 

Tensile properties at maintained extension at (-30±2°C) for cold climate areas NF EN 15651-4 

NPD - no performance determined 

NF - no failure 
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8. APPROPRIATE TECHNICAL 
DOCUMENTATION AND/OR SPECIAL 
TECHNICAL DOCUMENTATION 

Not relevant 

The performance of the product identified above is in conformity with the set of declared performances. This declaration 
of performance (DoP) is issued under the sole responsibility of the manufacturer identified above 

 

 

 

 

 

Signed for and on behalf of the manufacturer by: 

Przemysław Michalski 
CEO 

 
Wrocław, 18.09.2024 

 

 


